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PROCEDURE: Checking the mirrors 
Tools needed: Phillips screw driver 
Small Phillips screw driver 
Cotton swabs 
Reagent grade acetone or Ethyl alcohol 


WARNING 120 Volt cireuitry will be exposed. Please follow the 
procedure. 

CAUTION Mirrors are fragile and should be handled with care, 
please work carefully. 


NOTE: If you laser is getting weak it is most likely an optical 
problem. It is less likely that the laser needs to be recharged 
with carbon dioxide. 
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1.) Clean the lens and inspect the mirror above the lens. It 
should look like a smooth gold surface. Clean the mirror with a 
cotton swab and the reagent grade acetone that came with the 
machine. Do not use hardware store acetone. Hardware store 
acetone contains impurities that are bad for optical devices. If 
you do not have any reagent grade acetone you can use ethyl 
alcohol. Just buy a small bottle of pure grain alcohol from the 
liquor store. 


2.) Clean the mirror by rolling the moistened cotton swab across 
the mirror. Just roll the swab across the mirror. Do not scrub. 
Inspect your cotton swab. If gold flakes are coming off the 
mirror, it needs to be replaced. 


Checking the laser mirror. 
3.) First unplug the power cords. 


power cord connection 


wer cord connection 


Front View Rear View 


4.) Removing the Cover for Laser Examination 

To get to the laser it is necessary to remove the left leg side 
cover. To remove the left leg side cover you need first to remove 
the 2 front fan covers. These snap into place and can easily be 
levered off. Next remove the 2 Phillips head screws on the inside 
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front edge and the 4 on the back of the machine. Remove the left 


cover. 


mirror cover 


Laser Assembly 
Figure 2 


5.) There is a small cover over the mirror that says *"Danger- 
invisible laser radiation when open". Remove the small cover over 
the laser mirror. Inspect this mirror. It should look like a 
smooth gold surface. 


6.) Clean the mirror with a cotton swab and the reagent grade 
acetone or ethyl alcohol. 


7.) Clean the mirror by rolling the moistened cotton swab across 
the mirror. Just roll the swab across the mirror. Do not scrub. 
Inspect your cotton swab. If gold flakes are coming off the 


mirror, it needs to be replaced. 


8.) Replace the Left Side Cover. Set the left side cover back 
onto the machine and secure with ita 6 Phillips head screws. 


As always technical support is available by phone. 
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